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120VAC OUTPUT TO NORMALLY CLOSED ELECTRICAL
CONTACTOR. 120VAC OUTPUT DE-ENERGIZES IN ALARM.

CGSAAB AUDIBLE AND VISUAL
ALARM BEACON

GDP2X PANEL.

UPON GAS DETECTION: AUDIBLE ALARM
BEACONS WILL ACTIVATE AND 120V
OUTPUT WILL DE-ENERGIZE, CLOSING
CONTACTOR, AND ENERGIZING FANS

UPON PRESSING EMERGENCY SHUT OFF:
AUDIBLE ALARM BEACONS WILL ACTIVATE
AND 120V OUTPUT WILL DE-ENERGIZE,
ALLOWING POWER TO FLOW TO FANS.

OXYGEN DEPLETION / ENRICHMENT GAS DETECTION SYSTEM
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CGSAAB AUDIBLE AND VISUAL
ALARM BEACON. CGSAAB
POWERED BY 24V OUTPUT ON
PANEL WHEN SYSTEM ENTERS
ALARM

GDP2X PANEL. LOCATE OUTSIDE OF ROOM.

UPON GAS DETECTION: AUDIBLE ALARM
BEACONS WILL ACTIVATE AND 120V
OUTPUT WILL DE-ENERGIZE, CLOSING
CONTACTOR, AND ENERGIZING FANS

UPON PRESSING EMERGENCY SHUT OFF:
AUDIBLE ALARM BEACONS WILL ACTIVATE
AND 120V OUTPUT WILL DE-ENERGIZE,
ALLOWING POWER TO FLOW TO FANS.
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POWER SUPPLY TO FANS. FANS ARE
ENERGIZED IN ALARM CONDITION.
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POWER SUPPLY TO FANS. FANS ARE
ENERGIZED IN ALARM CONDITION.

NORALLY CLOSED RELAY OR CONTACTOR
TO GOVERN POWER SUPPLY TO FAN.

FAN STARTER

LINE VOLTAGE SUPPLY TO FAN

120VAC OUTPUT TO NORMALLY CLOSED ELECTRICAL
CONTACTOR. 120VAC OUTPUT DE-ENERGIZES IN ALARM.
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